
Certifications and compliances

Code of protection categories

Compliancestandards

Certificatedetails

Temperature

Ingress protection (IP):
IP66 when f itted in accordance to manuf acturer’s instructions.

Technical specification
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Threadforms
Metric
NPT

Increased safety (Exe) breather drains (nylon) – DP-E4 Series

Redapt DP-E4 series of Exe breather drains provide a method of preventing 
moisture build-up w ithin a hazardous area approved enclosure w hilst 
ensuring the integrity and Ex approval of the installation is maintained.

They allow  for air w ithin an enclosure to breathe w ith the surrounding 
atmosphere helping to prevent condensation and any potential damage to 
sensitive electric/electronic equipment housed w ithin. All w hilst maintaining 
an IP66 rating of the enclosure it is installed in.
Designed for hazardous area applications, Redapt’s DP-E4 series of 
breather drains are certif ied to protection concept Exe “Increased Safety” for 
use in Zone 1 and Zone 2 applications. Also certif ied Ex tb “dust tight” for 
use in Zone 21 & 22 applications. 

ATEX:
IECEx:
CSA:

ATEX: 
IECEx: 
CSA:
EAC: 
INMETRO: 

II 2 GD, Ex e II Mb Gb, Ex tb IIIC Db
Ex e IIC Mb/Gb, Ex tb IIIC Db
Ex eb IIC Gb IP66 Cl I Zn 1  AEx eb  IIC Gb Enclosure Type 
4X (NEMA 4X)

Type DP-E4

ATEX:
IECEx:
CSA:

EN 60079-0, EN 60079-7, EN 60079-31
IEC 60079-0, IEC 60079-7, IEC 60079-31
C22.2 No. 0-10, CAN/CSA C22.2 NO. 18.3-12, CAN/CSA C22.2 No. 
60079-0, CAN/CSA C22.2 No. 60079-7, CAN/CSA C22.2 NO. 94-M91
ANSI/UL 514B, ANSI/UL 60079-0 ANSI/UL 60079-7, ANSI/UL 50

ITS16ATEX101338X
IECEx ITS 16.0014X
CSA00CA1033919X
ЕАС RU С-GB.МЮ62.В.06227
NCC 18.0165 X

Dimensions

Size A/F Overall length (A) Thread length(B)

M20 28.60 23.00 (min.) 10.00 (min.)
M25 34.90 23.00 (min.) 10.00 (min.)
M32 41.30 23.00 (min.) 10.00 (min.)
½" NPT 28.60 28.00 (min.) 15.00 (min.)
¾" NPT 34.90 28.00 (min.) 15.00 (min.)
1" NPT 41.30 28.00 (min.) 15.00 (min.)

Dependent on filter and seal O-ring

Nylon body: -30°C to +90°C, unless limited by  f ilter material

HDPE f ilter: -50°C to 80°C
Nitrile: -30°C to +80°C (supplied as standard)

EPDM: -50°C to +100°C

Neoprene: -40°C to +80°C

Viton: -20°C to +180°C

Silicone: -60°C to +180°C

Fluorosilicone: -60°C to +130°C

For ¾’’ and 1’’ NPT please contact us.
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Certification

E Ex e I  an d  IIC

Material

G las s f i lled n ylon4

D IG IT 3

D IG IT 4

Increased safety (Exe) breather drains (nylon) – Product coding

D IG ITS 1 & 2

Increased Safety BREATHER 
DRAIN

D P

P ro d u ct

Exampl e

Ex e I  an d  IIC U n p lated M 20 1 5 mmG las s f il led
n ylo n

DP - E - 4 - 0 - 04 - S 3

Th re ad type

04 M20

05 M25

06 M32

29 1/2” NPT

30 3⁄4” NPT

31 1” NPT

D igi t s  1& 2 D igi t 3 D igi t 4 D igi t 5         D igi t s 6 &7 D igi t s 8 & 9

D IG ITS  6 & 7 

B reath er
d rain

Th re ad length H o le posit ion C as tellated l/nut

S3 15mm 3 Holes With

S4 15mm 3 Holes Without

DIGITS  8 & 9

Alternative threadforms, material & plating on application.

Plating

U n p lated0

D IG IT 5

Thread dimension chart

ISO metric

BS 3643 1.5mm pitch

NPT

ANSI.ASME B1.20.1

Size Majordia. TPI Size Pipe dia. TPI

1⁄2” 21.34 14.00

M20 19.97 16.93 3⁄4” 26.67 14.00

M25 24.97 16.93 1” 33.40 11.50

M32 31.97 16.93

For other equivalent threadforms, please contact us.
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