
Threaded earth plates – DK Series

Raxton DK series of threaded earth plates provide a method of 
bonding a cable gland or conduit termination to a grounding point 
within an enclosure.
It is available in brass CZ121 and supplied with earth lead.

Technical specification
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Threadforms
Metric
Pg

Dimensions

Type DK

A

CB

3 mm

A B C Cable cross section (mm2) Product code

M16 22.00 22.00 2.50 DKA0011F

M20 31.75 31.75 2.50 DKA0012F

M25 32.00 32.00 4.00 DKA0013F

M32 38.00 38.00 6.00 DKA0014F

M40 50.80 50.80 10.00 DKA0015F

M50 63.50 63.50 16.00 DKA0016F

M63 76.00 76.00 25.00 DKA0017F

M75 102.00 102.00 25.00 DKA0018F



Example

Digits  1& 2 Digit 3 Digit 4&5      Digits 6& 7 Digits 8

DK ‐ A ‐ 00 ‐ 12 ‐ F
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Threaded earth plates - Product coding

DIGITS 1 & 2Product

Always  quote male thread first.

Material

A Brass

Metric PG

12 M20 22 PG11

13 M25 23 PG13.5

14 M32 24 PG16

15 M40 25 PG21

16 M50 26 PG29

17 M63 27 PG36

DIGIT 3

Note: threadform codes  below to be used  for both male  and  female threads.

DIGITS 4 & 5 Male thread   ; DIGITS 6 & 7 Female thread

Threaded earth PLATE DK

Threaded
earth Plate

Brass M20 Industrial

Approval

F Industrial

DIGIT 8

‐


